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Fully automatic coagulometer

For laboratories of any size. With the flexibility, 
assistance, confidence and service that 

Wiener lab. has always provided.



In a few words
It is a fully automatic coagulometer, with capacity for 23 reagents and diluents.
It can performs up to 10 simultaneous determinations on each sample in one work cycle. These 
determinations may be coagulometric, chromogenic or turbidimetric.
It has capacity for 27 samples, in 3 racks with 9 positions each. Which can be entered by barcode, in a 
continuous loading process.

Its theoretical troughput is 60 TP/h. And can be connected bidirectionally to any LIS.

System 
» Random Access.
» Compact, easy-to-use and low maintenance.
» Integrated PC - Touch Screen.
» Water consumption: 0.5 L / h.

Specific characteristics

Testing 
» Up to 100,000 tests results and 10,000 reaction curves can be stored.
» Manual or automatic calibration with, at most, six-point curves.
» Rules for reflex tests and re-test defined by user.
» Open system that allows any type of reagents

Sample processing
» Sample tray: 3 sample racks, 9 positions each. Continuous loading/access.
» Sample volume: 50 μL for PT, APTT and TT. 10 μL for fibrinogen and ATIII. 50 μL for D-dimer.
» Integrated barcode reader (optional).

Reagent tray
» 20 positions for reagents plus 3 extra positions for diluents and cleaning solution.
» System is refrigerated at ≤ 16 °C.
» Adapters for different sizes of bottles.

Reaction rack
» 72 cuvettes ”on board”.
» Individual cuvettes.
» Minimum volume for reaction: 150 μL.
» Reaction temperature: 37 ° C ± 0.5 ° C.

QC
» 12 QC files. 10 tests per file. 30 curves.
» Saved for a year.
» Westgard Rules.
» Levey-Jennings Chart.

Software 
» Spanish / English / Portuguese / Polish.
» Operating system: Windows.
» Registration of all operations according to user key.
» Detailed information on every patient including reaction curve of each determination.
» Complete intuitive graphical interface.

Delivery of results
» Internal printer
» External printer (optional)
» Results displayed on screen
» Bidirectional connection


